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STA. 157400 TO STA. 157454
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e B \\N\ s ——— - MIXTURE USE SURFACE LEVEL BINDER
,,,,,,, AC/PG PG 64-22 PG 64-22
RAP % (MAX) 10%Z p 10%
DESIGN AIR VOIDS 4.0% @ Ndes=90 4.0% @ Ndes=90
MIX COMPOSITION
(GRADATION MIXTURE) iL 95 1L 19.0
FRICTION AGG MIXTURE D" MIXTURE “C*
TYPICAL SECTION
STA. 158463 TO STA. 159+15
LEGEND
(D) EXISTING CONCRETE PAVEMENT
(@ EXISTING RESURFACING 3~
(3 EXISTING CONCRETE CURB AND GUTTER
(@ EXISTING CONCRETE SIDEWALK
(5 EXISTING BITUMINOUS CONCRETE BINDER COURSE - 12.5”
(6) EXISTING SUBBASE GRANULAR MATERIAL
(7 PROPOSED BITUMINOUS SURFACE REMOVAL - 1/2”
PROPOSED BITUMINOUS PRIME COAT
@ PROPOSED AGGREGATE PRIME COAT
@ PROPOSED LEVELING BINDER, SUPERPAVE - 3 1/2" & VARIES REVISIONS ILLINOIS DEPARTMENT OF TRANSPORTATION
@ PROPOSED BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE - 1 1/2" NAME DATE PROPOSED TYPICAL SECTIONS
@ PROPOSED SIDEWALK REMOVAL
@ PROPOSED PCC SIDEWALK - 4”
@ PROPOSED COMBINATION CURB & GUTTER REMOVAL gEMC:TIROONUEEIBﬁlgg
@ PROPOSED COMBINATION CURB & GUTTER ST. CLAIR COUNTY
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